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ABSTRACT  
X-ray phase contrast imaging (X-PCi) is a very promising method of dramatically enhancing the contrast of X-ray 
images of microscopic weakly absorbing objects and soft tissue, which may lead to significant advancement in medical 
imaging with high-resolution and low-dose. The interest in X-PCi is giving rise to a demand for effective simulation 
methods. Monte Carlo codes have been proved a valuable tool for studying X-PCi including coherent effects. 
The laser-plasma wakefield accelerators (LWFA) is a very compact particle accelerator that uses plasma as an 
accelerating medium. Accelerating gradient in excess of 1 GV/cm can be obtained, which makes them over a thousand 
times more compact than conventional accelerators. LWFA are also sources of brilliant betatron radiation, which are 
promising for applications including medical imaging. 
We present a study that explores the potential of LWFA-based betatron sources for medical X-PCi and investigate its 
resolution limit using numerical simulations based on the FLUKA Monte Carlo code, and present preliminary 
experimental results. 
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1. INTRODUCTION  
In a LWFA1,  a high intensity ultra-short duration laser pulse (I > 1018 Wcm-2) passing through plasma generates plasma 
density waves.  The ponderomotive force associated with the light pressure expels electrons from the laser axis, while 
leaving behind the heavier ions. The expelled electrons experience the electrostatic restoring force of the quasi-stationary 
ions and start oscillating about the laser axis to produce the plasma density wake. If the laser pulse length is shorter than 
the plasma wavelength the wake structure assumes a bubble-like shape2. In the highly non-linear bubble regime the 
background electrons expelled from the laser axis can be trapped at the rear of the bubble and be accelerated. The 
accelerating gradient is in excess of 100 GeV/m3-5, 1000 times larger than in conventional radio-frequency cavities, 
which provides a new paradigm for table-top high energy accelerators. 
The trapped electrons enter the bubble with a finite transverse momentum undergo transverse oscillations while they 
accelerate longitudinally, while they emitting synchrotron-like X-ray  betatron radiation (Figure 1). The critical energy of 
the betatron radiation is tuneable from few keV up to hundreds of keV6,7. Radiation is emitted in duration (~10fs) pulses 
from a small sizes source (~ few Pm3), which results in a peak brilliance of the order of 1023 photons/s mrad2 mm2 0.1% 
B.W., which is comparable with the brilliance of third generation storage rings, but in a spectral range not accessible to 
synchrotrons. The compactness of the source makes the LWFA driven betatron radiation particularly appealing for 
applications such as X-PCi.  
Conventional X-ray imaging based on the absorption is not suitable for weakly absorbing materials since the contrast is 
usually very low. X-PCi, on the other hand, relies on the phase front distortion introduced by the object, which enhances 
the contrast, which is extremely promising for medical applications where there is demand for high contrast, high 
resolution, low dose imaging. 
The combination of X-PCi technique and a LWFA driven x-ray source offers a valuable compact tool for high 
resolution, high-contrast x-ray imaging. In Section 2 we show the characterization of the betatron source driven by the 
  
 
 
LWFA of the ALPHA-X laboratory at the University of Strathclyde and a proof-of-principle X-PCi image of a common 
spider obtained in free space propagation. In Section 3 we model the betatron source using FLUKA8 Monte Carlo code 
and numerically investigate the resolution limits. In Section 4 we discuss the results and possible further improvement 
using the Edge-Illumination (EI) X-PCi technique9. 
 
Figure 1: Schematic of the betatron emission process. The laser pulse generates a positively charged bubble structure that follows the 
laser pulse. The electrons injected at the rear of the bubble and wiggle around the laser axis while emitting x-ray radiation.  
2. LWFA BETATRON SOURCE CHARACTERIZATION 
The experiment was performed using the ALPHA-X laser wakefield accelerator at the Terahertz to Optical Pulse Source 
(TOPS) facility at the University of Strathclyde. 800 nm, 0.9 J and 35 fs laser pulses from a Ti:sapphire laser are focused 
using a F/18 spherical mirror to a spot size of  ? ?ߤ݉ ( ?Ȁ ଶ݁),  with an intensity  ܫ ൌ  ? ൈ ? ?ଵ଼ܹȀܿ݉ଶ on target at the 
entrance of a 2.8 mm diameter pulsed supersonic Helium gas jet to produce a  ? ?ߤ݉ relativistic plasma channel. A 
plasma density of ~2.0×1019 electrons/cm3 was estimated characterizing the gas-jet using a Mach-Zehnder 
interferometer. 
 
 
Figure 2: The TW laser pulse is focused at the entrance of the Helium gas-jet. The plasma channel produced is monitored by 
observing Thomson side scattering (gas-jet picture courtesy of Mr. Constantin Aniculaesei). 
The emerging electron beam energy is monitored by dispersing the beam toward a scintillator Lanex (KODAK) 
phosphor screen with a bending magnet placed just after the gas-jet. Stable quasi-monoenergetic electron bunches with 
charge of 5-10 pC and an HQHUJ\RI§150 MeV are measured. The accelerator is run at a repetition rate of 0.33 Hz. 
To measure the critical energy of the betatron radiation, the X-ray beam is passed through sets of metal filters (Cu, Al, Ti 
and Ag). The shadows cast by the metal filters are recorded using Fuji BAS-SR imaging plates. The critical energy can 
be estimated from the attenuation of the X-ray beam. All measurements are performed in a single shot. The average 
critical energy estimated for the run is ~15 keV (Figure 3-a). The spatial distribution and the divergence of the X-ray 
beam is directly measured by imaging the full X-ray beam with imaging plates, giving an average divergence of ~40 
mrad (Figure 3-b). 
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Figure 3: a) Shadow cast by the set of metal filter. From the top left, clockwise: Cu 0.1mm, Ti 0.1mm, Ag 0.05mm, Al 0.5mm. b) x-
ray beam profile 
As a proof of principle of the viability of using LWFA driven betatron radiation for X-PCi, a phase contrast experiment 
in free space propagation has been carried out using the X-ray beam produced by the ALPHA-X LWFA. Similar 
experiments have been performed using a more powerful laser and different source-sample and sample- detector 
distances7. For the experiment a biological sample (a dead common arachnid) is placed a distance R1 = 0.82 m from the 
source. The phase contrast image is recorded using an image plate placed at R2 = 4.39 m from the object, which gives a 
magnification of M = (R2+R1)/R1 = 6.4. The transverse coherent length is defined by ܮ ൌ ߣ݈Ȁߪ, where Ȝ is the 
wavelength of the source, l the source to observation distance and ı the source size. For a 1 µm source size, 15 keV X-
rays and 5.2 m distance L §400 µm. The image is recorded in 300 shots at a repetition rate of 0.33 Hz. The resolution of 
the image is set by the imaging plate scanner to 50 µm, Figure 4. 
 
Figure 4: l.h.s.: Free space propagation X-PCi of a common arachnid. r.h.s.: Relative intensity from the edge of a leg. Pixels size, 50 
Pm 
3. MONTE CARLO SIMULATIONS 
Recently, Monte Carlo codes have been shown to be a valuable tool for numerically investigating the formation of phase 
contrast images, including either ray-tracing or the wave-optical approach for a full description of diffraction and 
interference phenomena10. We have used the FLUKA8 Monte Carlo code to model the LWFA based betatron source as a 
15 Pm FWHM source with a 10 keV critical energy. To investigate the potential of this source for X-PCi, we have used 
the ray-tracing approach to produce a phase contrast image of a 10 Pm bone crack in a 200 Pm thick slice. In the 
simulations the source-bone distance is 30 cm, while 80, 120 and 150 cm bone-detector distances are investigated. The 
simulation results are shown in Figure 5.  
From FLUKA simulation results it appears that a 10 Pm bone crack will produce a detectable phase contrast image using 
a betatron source. Figure 6 shows the results of similar simulations for a 1 Pm crack. In this case, the phase contrast 
imaging is very faint, but still visible in Figure 6-a, but the contrast is washed out in Figure 6-b, when convoluting the 
image with the 13 Pm detector pixel size.  
a) b) 
  
 
 
 
Figure 5: Phase contrast imaging of a 10 Pm crack in a 200 Pm thick slice. The source-bone distance is 30 cm. The bone-detector 
distance is a) 80 cm b) 120 cm and c) 150 cm. The images d), e) and f) are obtained by convoluting a), b) and c) respectively with a 13 
Pm detector pixel size. 
 
Figure 6: a) Phase contrast imaging of 1 Pm crack in a 200 Pm thick bone. The source-bone distance is 30 cm, the bone detector 
distance is 150 cm. b) same image convoluted with the 13 Pm detector pixel size. 
4. CONCLUSIONS 
We have presented preliminary studies that show the potential of a LWFA driven betatron X-ray source for X-PCi. The 
betatron source based on the ALPHA-X LWFA has been characterized experimentally and used to produce a proof-of-
principle X-PCi in free space propagation of a biological specimen. The modelling of the source shows its potential for 
imaging cracks in bones on the order of 10 Pm. The imaging fails when the crack size is reduced to 1 Pm. A possible 
solution to the problem is to use the Edge Illumination (EI) X-PCi technique9,11. The EI setup is based on a system of 
two masks placed respectively before the object and in front of the detector. The image is reconstructed by scanning the 
object and the resolution is set by presample mask12. It is therefore possible, by combining the EI technique with the 
LWFA based betatron source, to image micron size crack with micrometre resolution. 
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